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TECNOST LTD.

GENERAL

TEC4000 is a system for the automatic testing of assembled electronic boards it provides a
flexible approach to testing, providing a performance range to the user to place it in the top
level of a new generation of in-circuit testers.

Its design and construction make it particularly suitable to adapt and to easily resolve future
requirements of testing in the electronic industry.

The characteristics of the TEC4000 Open System guarantee its future expansion and provides a
rapid solution for any special requirements.

TEC4000 reduces the costs of planning b y allowing different test strategies to be used in
testing, by controlling the sequence of the tests for complex boards. The different
philosophies of testing are integrated in an interactive way in a software managed environment by
high level M.S. VISUAL C++. it uses the Windows interface..

The diagnostic coverage of TEC4000 includes the testing of analogue and digital complex
components, in SMD technology boards (Surface Mounting Device), guaranteeing a quality test
that assures high levels confidence and productivity.

TEC4000 is available in two models: DESK-TOP and BENCH their structures are
particularly suited for installation in automated environments.

The system provides not only a host of statistical data during the course of the testing but the
facility to hone and monitor critical production.

TEC4000 is able to complement its own test resources with additional external
instrumentation through:

- VME bus of the basic system.
- IEEE instruments.

The architecture of TEC4000 allows test programs to be developed for any type of board. The
flexible conception of the system enable the test programs to be generated from data using
Pentium based PC's.

The hardware and the software of TEC4000 are designed to be able to accommodate the testing
of panels (similar or different boards) so optimising the costs of equipment and test.



DESK TOP Model

Characterised by a 19 " rack

It provides a maximum of:

640 hybrid channels

128 digital channels

Output via DIN 96 connectors

BENCH model

Characterised by a bench layout

It provides a maximum of:

2048 hybrid channels

512 digital channels

Output via DIN 96 connectors.

Vacuum generator
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TECNOST LTD.

MODELS.

TEC4000 is available in two models: DESK TOP and BENCH.
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TECNOST LTD.

GENERAL CHARACTERISTICS.

Environmental Conditions:

Input Voltage : 220 VACS ± 10%
Frequency : 50 Hz
Compressed Air pressure max 7 Bar - 25 I/secs

distributor fitted with safety
reducer valve

(AN ISOS 6953/1 AND ISO 6150)

Temperature 20-25 degrees Centigrade
Humidity 20-50%

Power consumption Desk-Top 1.5 KVA
Power consumption Bench 3 KVA

Mechanical structures:

DESK-TOP. (rack 19"):

depth (45 ems)
length (45 ems)
height (60 ems)
weight (50 Kgs)

Additional module for
digital option:

depth (45 ems)
length (45 ems)
height (20 ems)
weight (10 Kgs)

BENCH:

depth (110 cros)
length (120 ems)
height (90 cros)
weight (270 Kgs)


